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Fluorescent Lamps
RECESSED
DOUBLE
CONTACT
(REC. D.C.)

MEDIUM
BIPIN

SINGLE
  PIN

§ Item will be available until stock is depeleted
All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.

§

L A M P B A S E W A T T S
M O L

(IN C H E S )
C H R O M A T IC IT Y /C R I/D E S C R IP T IO N

IN IT IA L
L U M E N S

A V G
L IF E

N A T IO N A L  S TO C K
N U M B E R

IN S TA N T  S TA R T  L A M P S

F 4 8 T 1 2 /E S  (E n e rg y  S a v in g  R e p la c e m e n ts  fo r F 4 8 T 1 2 , 4 0 W  la m p s )

T 1 2 S IN G L E  P IN 3 0 4 8

3 0 0 0 K , C R I 8 5 2 7 0 0 9 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 5 0 5

3 0 0 0 K , C R I 7 0 2 5 7 5 9 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 4 6

3 5 0 0 K , C R I 7 3 2 5 7 5 9 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 4 7

4 1 0 0 K , C R I 7 0 2 5 7 5 9 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 4 8

W A R M  W H IT E , C R I 5 2 2 5 5 0 9 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 4 9

L IT E  W H IT E , C R I 4 9 2 2 5 0 9 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 5 0

C O O L  W H IT E , C R I 6 2 2 4 7 5 9 0 0 0 6 2 4 0 -0 1 -0 8 9 -6 1 4 9

F 9 6 T 1 2 /E S  (E n e rg y  S a v in g  R e p la c e m e n ts  fo r F 9 6 T 1 2 , 7 5 W  la m p s )

T 1 2 S IN G L E  P IN 6 0 9 6

3 0 0 0 K , C R I 8 5 5 8 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 5 1

3 5 0 0 K , C R I 8 5 5 8 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 5 2

4 1 0 0 K , C R I 8 5 5 8 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 5 3

5 0 0 0 K , C R I 8 5 5 8 5 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 5 0 6

3 0 0 0 K , C R I 7 0 5 6 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 5 4

3 5 0 0 K , C R I 7 3 5 6 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 5 -2 2 5 0

4 1 0 0 K , C R I 7 0 5 6 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 5 5

5 0 0 0 K , C R I 9 2 , F O R  C O L O R
M AT C H IN G

4 1 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 5 1 6

W A R M  W H IT E , C R I 5 2 5 5 0 0 1 2 0 0 0 6 2 4 0 -0 1 -0 7 4 -9 4 0 7

W H IT E , C R I 5 7 5 2 0 0 1 2 0 0 0 6 2 4 0 -0 1 -0 7 3 -4 4 8 6

L IT E  W H IT E , C R I 4 9 5 6 0 0 1 2 0 0 0 6 2 4 0 -0 1 -0 7 7 -1 1 2 7

C O O L  W H IT E , C R I 6 2 5 5 0 0 1 2 0 0 0 6 2 4 0 -0 1 -0 2 9 -8 6 5 2

D E L U X E  W A R M  W H IT E , C R I 7 7 3 8 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 9 4 2

D E L U X E  C O O L  W H IT E , C R I 8 9 4 0 0 0 1 2 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 5 1 5

P R E H E A T

F 1 5 T 8

T 8 M E D  B IP IN 1 5 1 8

W A R M  W H IT E , C R I 5 2 8 6 0 7 5 0 0 6 2 4 0 -0 0 -8 0 0 -4 6 6 8

C O O L  W H IT E , C R I 6 2 8 2 5 7 5 0 0 6 2 4 0 -0 0 -1 5 2 -2 9 8 2

F 2 0 T 1 2

T 1 2 M E D  B IP IN 2 0 2 4

W A R M  W H IT E , C R I 5 2 1 2 5 0 9 0 0 0 6 2 4 0 -0 0 -2 9 9 -7 2 5 0

C O O L  W H IT E , C R I 6 2 1 2 0 0 9 0 0 0 6 2 4 0 -0 0 -1 5 2 -2 9 9 6

F 4 0 C W /P H /E S  (E n e rg y  S a v in g  R e p la c e m e n t fo r F 4 0 C W /P H , 4 0 W  L A M P )

T 1 2 M E D  B IP IN 3 4 4 8 C O O L  W H IT E , C R I 6 2 2 7 0 0 1 5 0 0 0 6 2 4 0 -0 1 -3 4 4 -9 5 2 4



62

Fluorescent Lamps

U-TUBE
LAMPS

MEDIUM
BIPIN SINGLE PIN

(CG) Cathode Guard is a device designed to reduced end darkening of the lamp.
All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.

LAMP BA SE WATTS
MOL

(INCH ES) C HROMATICITY/CR I/DESC RIPTION
IN ITIAL

LUMENS
AVG
LIFE

NATIONA L STOCK
NUMBER

R A PID  STA R T

T-8 LA MPS

F25T8 AN D F32T8  (U se With T-8 E lectronic or Magnetic Ballasts)

T8 MED  BIPIN 17 24

3000K, C RI 85 1400 20000 6240-01-391-6023

3500K, C RI 85 1400 20000 6240-01-391-6022

4100K, C RI 85 1400 20000 6240-01-391-6026

3000K, C RI 75 1325 20000 6240-01-391-6024

3500K, C RI 75 1325 20000 6240-01-391-6025

4100K, C RI 75 1325 20000 6240-01-391-6027

T8 MED  BIPIN

25 36

3000K, C RI 80, (CG) 2250 20000 6240-01-364-6963

3500K, C RI 80, (CG) 2250 20000 6240-01-364-6964

4100K, C RI 80, (CG) 2250 20000 6240-01-364-6965

32 48

3000K, C RI 70 2850 20000 6240-01-344-9535

3500K, C RI 70 2850 20000 6240-01-344-9536

4100K, C RI 70 2850 20000 6240-01-344-9537

3000K, C RI 85, (CG) 3050 20000 6240-01-344-9943

3500K, C RI 85, (CG) 3050 20000 6240-01-344-9508

4100K, C RI 85, (CG) 3050 20000 6240-01-344-9507

T-9 LA MPS (U se with T-8 Electronic, T-8 Magnetic, OR T-12 Electronic B allast)

T9
MED  BIPIN 30/34 48

4200K, C RI 82, (CG) 2750* 24000 6240-01-367-0690

5000K, CRI 85, (CG) 2750* 24000 6240-01-367-0691

5500K, CRI 91, (CG) 2350* 24000 6240-01-367-0692

T-8 U -TUBES (Use With T-8 E lectronic or Magnetic Ballast)

T8
MED  BIPIN

31 22.5

3000K, C RI 75, 1 5/8" LEG SPACIN G 2800 20000 6240-01-353-7706

3500K, C RI 75, 1 5/8" LEG SPACIN G 2800 20000 6240-01-353-7707

4100K, C RI 75, 1 5/8" LEG SPAC ING 2800 20000 6240-01-353-7708

5000K, CRI 75, 1 5/8" LEG SPACIN G 2600 20000 6240-01-373-2687

32 22.5

3000K, C RI 75, 6" LEG SPAC ING 2600 20000 6240-01-379-5779

3500K, C RI 75, 6" LEG SPAC ING 2600 20000 6240-01-378-7585

4100K, C RI 75, 6" LEG SPACING 2600 20000 6240-01-378-7711

3000K, C RI 85, 6" LEG SPAC ING 2600 20000 6240-01-378-7816

3500K, C RI 85, 6" LEG SPAC ING 2600 20000 6240-01-378-8043

4100K, C RI 85, 6" LEG SPACING 2600 20000 6240-01-378-7575

F96T8 (Use with F96T8 Ballast)

T8 SINGLE PIN 59 96

3500K, C RI 75 5700 15000 6240-01-382-0105

4100K, C RI 75 5700 15000 6240-01-382-0108

3500K, C RI 85 6000 15000 6240-01-382-0111

4100K, C RI 85 6000 15000 6240-01-382-0118
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Fluorescent Lamps
MEDIUM
BIPIN

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.
(F1) According to manufacturers this lamp will not meet the minimum requirements of the National Energy Policy Act  of 1992 and will no longer be manufactured after the

specified date.
* Life of lamp is based on user hours.

LAMP BASE WATTS
MOL

(INCHE-
S)

CHROMATICITY/CRI/DESCRIPTION
INITIAL

LUMENS
AVG
LIFE

NATIONAL STOCK
NUMBER

RAPID START

F30T12/ES (Energy Saving Replacements for F30T12, 30W lamps)

T12 MED BIPIN 25

36
36
36
36
36

3000K, CRI 70 2025 18000 6240-01-345-2244

3500K, CRI 73 2025 18000 6240-01-345-2245

4100K, CRI 70 2025 18000 6240-01-345-2246

WARM WHITE, PREHEAT CRI 52 1975 18000 6240-01-345-2247

COOL WHITE, PREHEAT CRI 62 1925 18000 6240-01-124-0037

F40T12/ESS (Energy Saving Replacements for F40T12, 40W lamps - FEATURES A CATHODE CUT OFF DEVICE) NOT RECOMMENDED FOR
USE WITH ELECTRONIC OR HYBRID BALLASTS.) 1-2 minute restrike time.

T12 MED BIPIN 32 48

3000K, CRI 70 2650 15000 6240-01-345-2249

3500K, CRI 70 2650 15000 6240-01-344-9937

4100K, CRI 70 2650 15000 6240-01-344-9938

WARM WHITE, CRI 52 2625 15000 6240-01-344-9940

LITE WHITE, CRI 49 2700 15000 6240-01-344-9941

COOL WHITE, CRI 62 2525 15000 6240-01-344-9939

F40T12/ES (Energy Saving Replacements for F40T12, 40W lamps)

T12 MED BIPIN 34 48

3000K, CRI 85 2850 20000 6240-01-344-9932

3500K, CRI 85 2850 20000 6240-01-344-9933

4100K, CRI 85 2850 20000 6240-01-344-9934

4000K, CRI 85 3000 24000* 6240-01-314-0518

5000K, CRI 85 3000 24000* 6240-01-311-6880

3000K, CRI 70 2800 20000 6240-01-344-9509

3500K, CRI 70 2800 20000 6240-01-190-8369

4100K, CRI 70 2800 20000 6240-01-199-3073

4900K, CRI 71 2466 24000* 6240-01-314-0519

5670K, CRI 90 1908 24000* 6240-01-314-0521

5000K,CRI 90 2000 20000 6240-01-344-9936

5000K, CRI 85 2880 20000 6240-01-344-9525

WARM WHITE, CRI 52 2700 20000 6240-01-054-7185

WHITE, CRI 57 2650 20000 6240-01-054-7184

LITE WHITE, CRI 49 2750 20000 6240-01-053-8462

COOL WHITE, CRI 62 2650 20000 6240-01-004-3107

DAYLIGHT, CRI 75, (F1) 2225 20000 6240-01-054-7183

DELUXE WARM WHITE, CRI 77,(F1) 1925 20000 6240-01-344-9935

DELUXE COOL WHITE, CRI 89 1925 20000 6240-01-009-7797
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Fluorescent Lamps

MEDIUM
BIPIN

RECESSED
DOUBLE
CONTACT
(REC. D.C.)

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.

LAMP BASE WATTS
MOL

(INCHES)
CHROMATICITY/CRI/DESCRIPTION

INITIAL
LUMENS

AVG
LIFE

NATIONAL STOCK
NUMBER

RAPID START

F40T12/U6/ES (Energy Saving Replacements for  F40T12/U6, 40W lamps) 6" LEG SPACING

T12 MED BIPIN 34 22.5

3000K, CRI 70 2760 12000 6240-01-364-8694

3500K, CRI 73 2760 12000 6240-01-364-8695

4100K, CRI 70 2760 12000 6240-01-364-8696

WARM WHITE, CRI 52 2400 12000 6240-01-344-9512

WHITE, CRI 60 2400 12000 6240-01-344-9513

LITE WHITE, CRI 49 2550 12000 6240-01-344-9514

COOL WHITE, CRI 62 2400 12000 6240-01-168-1581

F40T12/U3/ES (Energy Saving Replacements for F40T12/U3, 40W lamps) 3" LEG SPACING

T12 MED BIPIN 35 22.5

WARM WHITE, CRI 52 2425 12000 6240-01-344-9944

LITE WHITE, CRI 49 2500 12000 6240-01-344-9945

COOL WHITE, CRI 62 2500 12000 6240-01-344-4823

F40T10, 40 WATTS (For Higher Lumen Output Than Standard F40T12, 40W lamps)

T10 MED BIPIN 40 48

3000K, CRI 84 3550 20000 6240-01-356-9802

4100K, CRI 84 3550 20000 6240-01-356-9801

5000K, CRI 84 3550 20000 6240-01-357-3636

PREHEAT - RAPID START
LONG LIFE T-10 (F40T/99)

T10 MED BIPIN 40 48

WARM WHITE, CRI 52 3150 24000 6240-00-813-6693

LITE WHITE, CRI 49 3300 24000 6240-01-349-8766

5000K, CRI 85 3600 24000 6240-01-311-6879

VHO (1500 mA) ALL WEATHER (use with a low temperature ballast for outdoor applications)

T10 REC. D.C.
110 48 COOL WHITE, CRI 62, (F48T10) 6200 9000 6240-01-350-4273

205 96 COOL WHITE, CRI 89, (F96T10) 13500 9000 6240-01-350-1808
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Fluorescent Lamps
RECESSED
DOUBLE
CONTACT
(REC. D.C.) 4-PIN

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.

LAMP BASE
WATT-

S

MOL
(INCH-

ES)
CHROMATICITY/CRI/DESCRIPTION

INITIAL
LUMENS

AVG
LIFE

NATIONAL STOCK
NUMBER

HIGH OUTPUT - RAPID START

800 mA, F48T12/HO/ES (Energy Saving Replacements For F48T12/HO, 60W lamps)

T12 REC. D.C.
.

55 48

3000K, CRI 70 3850 12000 6240-01-344-9517

3500K, CRI 73 3850 12000 6240-01-344-9518

4100K, CRI 70 3850 12000 6240-01-344-9519

LITE WHITE, CRI 49 3900 12000 6240-01-344-9520

800 mA, F96T12/HO/ES (Energy Saving Replacments for F96T12/HO, 110W lamps)

T12 REC. D.C.
.

95 96

3000K, CRI 85 8500 12000 6240-01-344-9526

3500K, CRI 80 8500 12000 6240-01-344-9527

4100K, CRI 85 8600 12000 6240-01-344-9521

3000K, CRI 70 8800 12000 6240-01-344-9528

3500K, CRI 73 8800 12000 6240-01-344-9529

4100K, CRI 70 8800 12000 6240-01-344-9530

WARM WHITE, CRI 52 8275 12000 6240-01-344-9539

WHITE, CRI 57 8375 12000 6240-01-345-2253

LITE WHITE, CRI 49 8675 12000 6240-01-344-9538

COOL WHITE, CRI 62 8000 12000 6240-01-073-4487

DAYLIGHT, CRI 75 6750 12000 6240-01-344-9522

DELUXE COOL WHITE, CRI 89 5800 12000 6240-01-344-9540

VERY HIGH OUTPUT - RAPID START

F48PG17/ES (Energy Saving Replacement for F48PG17, 110W lamp)

PG17 REC. D.C. 95 48 COOL WHITE, CRI 62, Power Groove 5700 12000 6240-01-344-9534

F96PG17/ES (Energy Saving Replacement for F96PG17, 215W lamp)

PG17 REC. D.C. 185 96 COOL WHITE, CRI 62, Power Groove 13500 12000 6240-01-090-7263

F96T12/VHO/ES (Energy Saving Replacements for F96T12, 215W lamps)

T12 REC. D.C. 185 96
LITE WHITE, CRI 49 13250 9000 6240-01-130-7743

COOL WHITE, CRI 62 12500 9000 6240-01-130-7742

CIRCLE LAMPS

T12 4-PIN 22 8" DIA
WARM WHITE, CRI 52 1000 12000 6240-00-702-6955

COOL WHITE, CRI 62 1000 12000 6240-00-556-8655


